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    Roof  Framing  Plan 
 

 

 

 

Construction plans for all new buildings or remodels where roof framing will take place shall 

include a roof framing plan. 

 

For roofs that will not have trusses, the roof plan shall contain the following information: 

 

1. Roof pitch ( No less than 3/12 for residential) 

 

2. Outline of Roof perimeter, Ridges, Hips & Valleys 

 

3. Rafter & Joist; Lumber type, Sizes, Spacing, Spans and Direction of placement. 

 

4. Purlin sizes and locations. Location of bearing walls or beams that will support purlin 

bracing. 

 

NOTE: “Ceiling joists shall be continuous or securely joined where they meet over interior 

partitions and nailed to adjacent rafters to provide a continuous tie across the building when such 

joists are parallel to the rafters. Where ceiling joists are not parallel to rafters, …metal straps 

attached to the ends of the rafters shall be installed in a manner to provide a continuous tie across 

the building, or rafters shall be tied to 1x4 minimum-size crossties. Where ceiling joists or rafter 

ties are not provided at the top plate, the ridge formed by these rafters shall also be supported by 

a girder designed in accordance with accepted engineering practice. Rafter ties shall be spaced 

not more than 4 feet on center.” 2003 IRC 802.3.1 

 

                            
 

 

 

Thank You, 

 

Jerry Hammerton 

Building Official 

(913) 203-9389 

 

 


