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   Re-Roofing Guide lines for Asphalt Shingles 
 

A roofing permit is required. The fee is $25.00 

 

Roofing contractors are required to be registered with the state of Kansas. See the hand out 

entitled “Roofing Registration”. 

Roofing Contractors are also required to have city business license. 

 

Roofing Code requirements for Tonganoxie can be found in chapter 9 of the 2003 International 

Residential Code.  (IRC) 

 

The following is required but not be limited to: 

 

Shingles may be placed over no more than one existing layer of shingles, although this is not 

recommended. Existing shingles shall be removed if they are water soaked. 

 

Minimum 15 lb felt paper or the equivalent is required for the underlayment. For roof pitches 

less than 4/12 see Chapter 9 of the IRC or contact city hall. 

 

Valley linings are required 

 

Ice and Water shield is recommended at the eaves but not required in Tonganoxie. 

 

It is recommended that you have your roofer examine the roof decking to be sure there are no 

damaged sheathing panels that are damaged and no longer provide support. 

 

Drip edge is required at all edges. Drip edge should be placed under the underlayment at the 

eaves and over the underlayment at gable ends. The metal should also cover any gaps between 

the roof sheathing and the fascia board. 

 

Rain gutters and down spouts is required. A roof replacement will not receive final approval until 

the gutter system is in place. On all new construction a five foot (5ft) extension is required at all 

down spouts. 

 

Adequate cross ventilation is required between soffits and upper areas of the attic. 

 

Shingles are required to have a minimum of Four (4) fasteners each. 

 

All roof penetrations should be properly flashed and sealed. 

 

Plumbing vents shall rise a minimum of 6 inches above the roof surface. 

 

B-vents (gas vents) shall rise above the roof a minimum of 12 inches on roofs 6/12 or less.  

See IRC 2427.6.6 for steeper roof pitches. 
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There is one inspection required that will take place after the roof is completed.  

A mid roof inspection maybe requested at no extra charge, at the time the underlayment is in 

place and 25% to 50% of the shingles are installed. 

 

 

 

 

 

 

Thank You, 

 

Jerry Hammerton 

Building Official 

(913) 203-9389 

 

 


