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June 2, 2016 

 

 

To better serve the community and those who build in it the following items will be 

implemented. 

 

 

 

 All inspections require a 24 hour notice (including concrete work). Due to the growing 

increase of permits issued there will be no more last minute inspections for concrete 

work. Please notify the inspector the day before the pour with an approximate time frame, 

if it will be morning or afternoon, then if necessary the following day call again to narrow 

down the ETA. Please notify the inspector for cancelations. 

 The inspection line is 913-203-9389. Leave a text or voice message or you may call City 

 Hall at 913-845-2620 Ext. 1130. Please state the permit number, address and type of 

 inspection. The inspector will return your call or text to schedule the inspection.  

 

 The following 3 items were adopted into ordinance by the City of Tonganoxie March 12, 

2003 and where applicable shall be required on all permits issued henceforth. 

 

 " Footings for basement foundation walls shall have a minimum reinforcement 

 consisting of not less than two pieces of number 4 rebar, uniformly spaced 

 horizontally, and located minimum of three inches clear from the bottom and 

 edges of the footing”  Section 403.1.1.1 

 

    “Engineer design required at Foundation walls over ten {10’} feet in height  

  measured from the top of the footing to the top of the wall.” Section 404.1.3 

 

       ROOF DRAINAGE: “All dwellings shall have a controlled method of water  

  disposal from roofs that will collect and discharge all roof drainage to the ground  

  surface AT LEAST 5 FEET from foundation walls or to an approved drainage  

  system.” Section 801.3 

 

 All safety glass (Tempered Glass) where required must bear the etching in the glass, as 

required at section 308.1 2003 IRC. Letters or stickers from the manufacturer will not be 

accepted. This requirement shall be effective as of June 1, 2016. 

 

 CSST gas lines shall be bonded per Section 2411.1 2009 IRC, Effective as of June 1, 

2016 
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 Bathroom exhaust where required shall discharge “directly to the outside” NOT INTO 

THE ATTIC OR ATTIC VENTS” Section 303.3 2003 IRC, Effective June 1, 2016  

   

 “Underground service conductors that are not incased in concrete and that are buried 18 

inches or more below grade shall have their location identified by a warning ribbon that 

is placed in the trench not less than 12 inches above the underground installation.” 

Section 3703.2 2003 IRC 

 Also as required by Westar Energy Electric Service Standards.  INSPECTION 

 REQUIRED 

 

 “BREAKAGE AND CORROSION: Pipes passing through or under walls shall be 

protected from breakage. Pipes passing through CONCRETE or cinder walls and floors, 

cold-formed steel framing or other corrosive material shall be protected against external 

corrosion by protective sheathing or wrapping or other means that will withstand any 

reaction from lime and acid of CONCRETE, cinder or other corrosive material. 

Sheathing or wrapping shall allow for expansion and contraction of piping to prevent any 

rubbing action. Minimum wall thickness of material shall be 0.025 inches.” 

 P2603.3 2003 IRC 

 

 “PIPES THROUGH FOOTINGS OR FOUNDATION WALLS: Any pipe that passes 

under a footing or through a foundation wall shall be provided with a relieving arch or 

there shall be built into the masonry wall a pipe sleeve two pipe sizes greater than the 

pipe passing through.” 

 P2603.5 2003 IRC 

  

 Prior to issuing a Certificate of Occupancy or a Temporary Certificate of Occupancy, at 

final inspection, foundation drainage requirements shall be in place. In instances where 

adverse weather or seasonal restriction precludes planting, to meet landscaping 

requirements, a Temporary Certificate of Occupancy may be granted, only if foundation 

drainage requirements are met. 

                       

 

 

Thank You, 

 

Jerry Hammerton 

Building Official 

(913) 203-9389 

 

 


